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	Hersteller	Teilenummer	Datenblatt	Bauteilbeschribung
	

Interpoint Corporation ...	
FMCE-0828-F/883
	


1Mb / 11P	   EMI Input Filters 28 Volt input ??8 Amp

	
FMCE-0828/883
	


1Mb / 11P	   EMI Input Filters 28 Volt input ??8 Amp

	
FMCE-0828
	


1Mb / 11P	   EMI Input Filters 28 Volt input ??8 Amp
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	Hersteller	Teilenummer	Datenblatt	Bauteilbeschribung
	

Interpoint Corporation ...	
FMCE-0328
	


1Mb / 10P	   Attenuation to 60 db at 500 kHz, typical Operating temperature -55째 to 125째C

	
FMCE-0528
	


934Kb / 10P	   Attenuation to 60 dB at 500 kHz, typical Operating temperature -55째 to 125째C

	
FMCE-1528
	


1Mb / 13P	   Attenuation to 70 dB at 500 kHz, typical Transient rating -0.5 to 80 V for 1 second

	
FME270-461
	


920Kb / 11P	   Attenuation to 50 dB at 500 kHz Operating temperature -55째 to 125째C

	
FMD28-461
	


807Kb / 8P	   Attenuation to 50 dB at 500 kHz Up to 7 A throughput current

	

KR Electronics, Inc.	
3088
	


58Kb / 3P	   3.4 KHz Notch Frequency 2.44 KHz typical 3 dB Bandwidth High Attenuation in Notch

	

JMK Inc.	
ZA-2075-8
	


182Kb / 1P	   designed for systems operating under the requirements of MIL-STD-461C

	
ZF-1346-6.3
	


64Kb / 1P	   The ZF-1346-6.3 filter is configured to be compatible with MIL-Std-461C.

	

Interpoint Corporation ...	
FM-461
	


536Kb / 9P	   Attenuation 40 dB from 110 kHz to 50 MHz Transient suppression

	

Holt Integrated Circuit...	
HI-6110
	


204Kb / 38P	   MIL-STD-1553 / MIL-STD-1760 MIL-STD-1553 / MIL-STD-1760
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