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TE Connectivity Ltd	
1-1461373-5
	


122Kb / 2P	   Change the vent hole shape from rectangle to circle one, eco-13-015347
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MERITEK ELECTRONICS COR...	
CC
	


337Kb / 6P	   dielectric layer between two electrodes.

	

First Silicon Co., Ltd	
JC357
	


572Kb / 6P	   High isolation voltage between input and output

	

PHOENIX CONTACT	
PLC-RSP-60DC
	


110Kb / 7P	   Safe isolation according to DIN EN 50178 between coil and contact

	
EMG10-2-LCU
	


61Kb / 4P	   Safe isolation according to DIN EN 50178 between coil and contact

	
EMG10-REL
	


76Kb / 4P	   Safe isolation according to DIN EN 50178 between coil and contact

	

Omron Electronics LLC	
G2R-1A-E-DC24
	


656Kb / 12P	   Creepage distance of 8.0 mm min. between coil and con tact.

	

PHOENIX CONTACT	
EMG10-21-LCU
	


76Kb / 4P	   Safe isolation according to DIN EN 50178 between coil and contact

	
EMG22-KSR-60
	


61Kb / 4P	   Safe isolation according to DIN EN 50178 between coil and contact

	
EMG22-KSR-230
	


60Kb / 4P	   Safe isolation according to DIN EN 50178 between coil and contact

	

Omron Electronics LLC	
G2R-1A-E-T130-DC24
	


656Kb / 12P	   Creepage distance of 8.0 mm min. between coil and con - tact.
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